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GENERAL LIGHTING SERVICE LAMPS
'
Volts Dia. | Length . Av. Lms. L List P.T.
Watts Range Cap mm. | mm. Filament at 240v Finish Price | Extra
thr. life s. d. s. d
110, 120, '
15 | 200-260 | B.C. | 60 105 (IR 4
110, 120,
25 | 200-260 | B.C. | 60 105 200 Pearl 1 6% 3%
40 | 200260 | B.C. | 60 105 | Coiled Coil 3% Pearl I 63 31
110, 120,
40 | 200-260 | B.C. | 60 105 | Single Coil 325 Pear| I 63 35
60 | 200-260 | B.C. | 60 105 | Coiled Coil 665 Pearl I 6% 3%
110, 120,
60 | 200-260 | B.C. | 60 105 | Single Coil 575 Pearl 1 6f 3%
75 | 200-260 | B.C. | 60 105 | Coiled Coil 880 Pear| 11l 4
75 | 200-260 | B.C. | 68 125 | Single Coil 780 Pearl 11 4
100 | 200260 | B.C. | 60 105 | Coiled Coil Pearl 1 65 3L
100 | 200260 | B.C. | 68 125 | Coiled Coil 1260 Pearl 1 6% 3%
100 | 200-260 | B.C. | 68 125 | Single Coil 1160 Pearl 1 63 31
100 | 110,120 | B.C, | 60 105 | Single Coil Pearl| 1 63 3%
110, 120, Clear and
150 | 200260 | B.C. | 80 160 1960 Pearl 20 4
110, 120, Clear and
200 7.0()—7.60I E.S. | 80 170 2720 Pearl 29 6
HIGH WATTAGE
7 Ie I D; “:en_th A_ Lms_.i. B -L'_t P.T _
olts ia. g L v. . is T
Watts Range Cap mm. | mm. Finish at 240v Price | Extra
It | thr. life | s. | 5. d.
300 | 200-260 |G.E.S.| 90 178 Clear 4300 | 7 3 —_
110, 120,
300 | 200-260 |G.E.S.| 110 233 Clear 4300 7 3 —_
110, 120,
500 | 200-260 |G.E.S.| 110 233 Clear 7700 10 o —_
110, 120,
500 | 200-260 |G.E.S.| 130 267 Clear 7700 10 ¢ —_
110-120
750 | 200-260 |G.E.S.| 150 300 Clear 12400 17 0 —
110,120,
1000 | 200260 | G.E.S. | 150 300 Clear 17300 17 0 —
110, 120,
1500 | 200-260 |G.E.S.| 170 335 Clear 27500 249 ¢ —_
Philips General Lighting Service Lamps comply with British Standard 161 : 1956 and all

subsequent amendments.

Philips Coiled Coil Lamps give up to 20% more light than the equivalent single coil lamps.
Made in Great Britain.
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‘K’ TYPE MUSHROOM LAMPS

Use 'K’ type lamps to obtain greater freedom in planning lighting
for shops, factories, homes and wherever small incandescent lamps

would be used.

ARGENTA WHITE ‘K’

Lise | P.T.
Watts | Volts Cap | Dia. |Length| Filament | Price |Extra
Range mm.| mm, Type s. s. d.
40 |200-250| B.C. | 55 93 | Coiled Coil [ 1 11 4 I'I
60 |200-250| B.C. | 5% 93 | Coiled Coil | 1 11 4
100 |200-250| B.C. | 65 107 | Coiled Coil | 2 14| 4% R
150 |200-250| B.C. | 75 120 | Coiled Coil | 2 5 5
PEARL ‘K’
|
List | P.T.
Watts | Volts Cap | Dia. |Length| Filament | Price [Extra
I Range mm.| mm. Type s. d. | s. d.
150 |200-250| B.C. | 75 120 | Coiled Coil | 2 0 4

ARGENTA ‘SUPERLUX’

Use ‘“‘Superlux" for downward light spread. These lamps give
approximately 30% more light on a working surface.
are ideal for sewing, reading, writing and model making etc.

They

List | P.T.

Watts | Volts Cap | Dia. |Length| Filament | Price |Extra
Range mm.| mm, Type s. d. | s. d.

150 |200—250 B.C. l 75 122 | Coiled Coil | 3 7 7%
100 |200-250| B.C. | 60 100 | Coiled Coil | 2 11 6
60 ‘ 200-250| B.C. I 55 94 | Coiled Coil | 2 3 5

Made in Great Britain and Holland.
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ARGENTA LAMPS
ARGENTA WHITE

Philips Argenta lamps are ideal for home, office, and shop lighting.
The internal coating has a very low light absorption and provides
soft, evenly distributed light, reducing glare and shadows.

List | P.T.

Watts | Volts Cap | Dia. | Length| Filament | Price |Extra
Range mm.| mm. Type s. d. | s. d.

60 |200-260( B.C. | 60 i05 | Coiled Coii | 1 11 4
100 [200-260| B.C. | 68 125 | Coiled Coit | 1 11 4
150 [200-260| B.C. | 80 160 | Coiled Coil| 2 5 5

ARGENTA ROSE

Argenta Rose lamps give a soft pleasant light that will enhance
the appearance of furnishings and create a relaxing atmosphere.

List | P.T.

Watts | Volts Cap | Dia. |Length| Filament | Price |Extra
Range mm. | mm. Type s. d. | s, d.

60 |200-260( B.C. | 60 105 | Coiled Coil | 2 14| 4%
100 | 200-260| B.C, | 68 125 | Coiled Coil | 2 14| 4%

THREE LIGHT LAMP
Philips ‘3’ Light lamp contains two filaments which can be switched
on either separately or in combination, thus providing three
different levels of illumination 60w, 100w or 160w.

List | P.T.
Watts | VYolts Cap | Dia. |Length| Filament | Price [Extra
Range mm. | mm. Type s. d. | s. d.

60/ Special
100/160| 230-250| E.S. 80 142 - 6 3|1 1

Made in Great Britain and Holland.

PHILIPS |

/
e
ol
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SPECIAL PURPOSE LAMPS

ROUGH SERVICE LAMPS
A
List | P.T. %
Watts Volts Cap Dia. |[Length| Finish | Price | Extra ;
Range mm. | mm. s. d. | s. d.
40 60 | 105 | Pearl |2 4
60 pf 1O 120 | BCo | Jgo | 105 | Pearl |2 0| 4
100 o 68| 125 | Pearl |2 6
Rough Service lamps are constructed to withstand vibration,
movement, and other conditions of severe usage,
DAYLIGHT BLUE LAMPS
(Natural colour glass)
List P.T.
Watts | Volts Range | Cap | Dia. | Length Price Extra
mm. mm. s. d s. d.
60 220/230 B.C. | 60 110 5 6 14
100 240/250 B.C. | 68 125 7 6 1 4
TRAFFIC SIGNAL LAMPS
List P.T.
Watts Volts Range Cap |L.C.L.| Dia. |Length| Finish | Price Extra
. mm. mm: mm. s, s. d.
65 110, 120, 200260 B.C. 85 60 115 Clear | 2 3 [ 5
|
65 110, 120, 200-260 E.S. 62 60 107 | Clear | 2 3 [ 5
TUBULAR LAMPS—Single Cap
List P.T.
Watts Volts Cap Dia. Length | Price | Extra
Range mm, mm. s. d. | s. d. i
110, 220/230 | B.C. 25 51 |43 9 )
i5 240{250
S.B.C. 25 57
110, 220/230 | B.C. 28 B6 4 3 9
25 240/250
S.B.C. 28 94 \

SHEET A4
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DECORATIVE LAMPS

FANTASIE

LAMPS

Philips ‘Fantasie’ Lamps—the new bright idea for simple and
effective lighting. Three appealing and attractive shapes that need
no lamp shade to enhance them. For use throughout the homeand
in offices, shops and public buildings, Long skirted lampholders
GW.3778 available for types 'A’ and 'B'.

List | P.T.
Type| Volts |Watts| Cap | Dia. | Length| Finish | Price |Extra
Range mm.| mm, s. d. | s d.
‘A' | 210250 | 60 |B.C.| 90 260 | White (10 8 | | 10
‘B" | 210-250 | 60 |B.C.| 94 215 | White |10 8 | 1 10
‘C' | 210-250 | 40 [B.C.| 70 134 | White | 3 10 8
ARGENTA LUSTRE LAMPS

List | P.T.
Watts Volts Cap Dia. |Length| Finish | Price | Extra
Range mm. | mm. s. d. | s. d.

25 B.C., E
40 200-250 $B.C. 45 74 White | 2 6 5

COLORENTA—OPAL TUBULAR LAMPS

List | P.T.
VWatts| Volts Cap | Dia. | Length | Length | Finish | Price|Extra
Range mm. | mm, ins. s. ds. d.
110 B.C.,
40 | 210250 | E;S. | 38 302 12 |White|8 6|1 6
110 B.C.,
60 | 210-250 | E,S, | 38 302 12 |White|8 6|1 6

Made in Great Britaln and Holland.

PHILIPS

i)
Y
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DECORATIVE LAMPS
ARGENTA CANDLE LAMPS

List | P.T. |
Watts | Volts Cap Dia. |Length| Finish | Price | Extra
Range mm mm. s. d. | s d.
25 B.C. .
40 200-250 S.B.C. 35 97 White | 3 0 6% \
60 200-250| B.C., 45 126 White | 3 3 7
S.B.C.
PLAIN CANDLE LAMPS
List | P.T.
Wartts' Volts Cap | Dia. | Length Finish Price| Extra
Range mm.| mm; s. d.|s. d.
25 35 97 Clear, 30 64
Frosted,
25 35 97 Coloured (3 ¢ 8
40 230, | B.C, | 35 | 97 | Clear, 30 6 fin
Frosted, nEs
40 240,250| S.B.C. | 35 97 Coloured |3 9 I'l
€0 45 | 126 | Clear, 33 J')
Frosted, Sl
60 45 126 Coloured |3 9 8
TWISTED CANDLE LAMPS
List l P.T.
Watts| Volts Cap | Dia. |Length Finish Price Extra
Range mm. | mm. s. d.|s. d.
25 35 102 Clear, 39 B
Frosted,
25 35 102 Coloured (4 3 9
40 230, B.C., | 45 127 Clear, 3 9 8
Frosted,
40 240,250 | S.B.C. | 45 127 Coloured (4 3 9
60 45 127 Clear, 3 9 8
Frosted, <
60 45| 17 Coloured [4 3| 9 m

SHEET

Made in Great Britain and Holland.
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DECORATIVE LAMPS
PHILINEA — ARCHITECTURAL

TUBULAR LAMPS e
STRAIGHT
List P.T.
Watts Volts Range Cap Dia. |Length|Length| Finish | Price Extra
mm. mm. ins. s. d. s. d.
35 30 305 12 | White | 12 4 22
40 30 500 20 | White | 19 0 313
53 30 457 18 | White | 17 6 30
60 110, 210-250 Peg 30 500 20 | White| 19 0 33
75 30 610 24 | White| 22 6 3o
IIOJ 30 915 36 | White| 30 0 51
150 30 1220 48 | Whice |35 0 60
The caps are placed 38mm. (l14ins.) from the ends of the lamp.
PHILINEA — ARCHITECTURAL
TUBULAR LAMPS {
CURVED 1§, } or }-CIRCLE A
List P.T.
Watts Volts Range Cap Dia. |Length|Length| Finish | Price Extra
mm, mm. ins. s. d. s. d.
€0 110, 210-250 Peg 300 500 20 | White | 30 0 51
e —
STRIPLITES—DOUBLE CAPPED
List P.T.
Watts | Volts Range Cap Dia. |Length|Length| Finish | Price Extra
mm. mm. ins. s. d. s. d.
30 110 Centre 25 221 8} Clear | 6 3 (I
Contact
30 200/210 Centre 25 284 Il7% | Clear | 6 3 (B |
Contact
60 220/230 Centre 25 221 83 Clear | 6 3 [ |
Contact
60 240/250 Centre 25 284 Il3% | Clear | 6 3 k4
Contact

Frosted striplites are available,

Made in Great Britain and Holland,

Coloured to order.

SHEET A7
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REFLECTOR LAMPS—SPOT

Spotlamps are particularly suitable for accentuating the details
of goods displayed in shop windows, showrooms, etc. By using
“Attralux’ 24v 150w lamps a narrower beam of still higher
intensity can be obtained. For these lamps step-down trans-
formers are required.

List P.T.
Woatts | Volts Range | Cap | Dia. mm. | Length mm. Type Pri(cje Extdra
s. d. s.
— — — — P ..
150 200-250 E.S. 126 ‘ 178 — 12 9 2 2
150 24 E.S. 125 165 Attralux | 18 6 3 2
110, 200-250v 150w ]. 24v 150w Attralux o
llluminati Hluminati
Suspension ?,Tér;:r:,on Beam* Suspension in Q';ar'f" Beam*
height centre width in height centre width in
in feet (Lm. per sq./ft.) feet in feet | (Lm, per 5q./lc.) fe:et
3 440 - 2 -3 2,800 1
6 110 4% [3 700 2
10 40 2 10 250 3%

*Width at which the illumination is at least 20%, of that at the centre of the beam.

110, 200-250v 150w 24v 150w

(o] [e]
2000 /0000
4000 20000

cd. cd.
6000 5 30000

o (7]
100 -250V 24V
LV 1600 Im
HV 1400 Im 2400 Im

Made in Great Britain
and Holland.
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REFLECTOR

FLOODLAMPS

PHILIPS

| This is the general purpose lamp of display lighting and is
especially useful for counter and shop window illumination.

List P.T.
Watts Volts Cap |Dia. mm.| Length | Price | Extra
Range I mm, s.d. | s d
110
100 | 200-250 (B.C,, E.S. 95 130 8 6|1 6
{ 110
© 150 |200-250| E.S. 126 178 |12 9 (2 2
100w 150w
Illumination Illumination
Suspension in beam Beam* Suspension in beam Beam*
height in centre width in height in centre width in
feet (Lm. per sq./ft.) feet feet (Lm. per sq./ft.) feet
3 80 4 3 110 4
6 20 8 6 30 8
10 7 14 10 10 14
* Width at which the illumination is at least 20% of that at the centre of the beam.
240v 100w 240v 150w
2x25° 2% 25°
- 50° (<]
SHH
'\?:,\*-?.....
Y77
VAT
FOCY<AL S 00°
.‘%""' 500
| D
1000
- cd.
.Joﬂ 1500
oﬂ
LV 1000 Im Made in LV 1600 Im
HY 900 Im Great Britain, HV 1400 Im

SHEET A9




REFLECTOR LAMPS PAR-38 PRESSED GLASS

PAR-38 bulbs are formed of heat resistant glass, and have sealed-in parabolic refiectors
which, in conjunction with the cover plate, or lens system incorporated in the face of the
lamp, accurately control the beam pattern, and give a spot or floodlight beam of very high
intensity. Mounted in watertight lampholders these lamps are suitable for outdoor flood-
lighting of buildings, statues, advertising signs, service stations, sports grounds, car parks, etc.

SPOT LAMPS

List P.T.

Watts | Type Volts Range Cap Dia. mm, Length mm. Price Extra
s. d. s, d.

150 | I3011E 24 E.S. 122 135 24 6 4 2
150 | 13011E 1o E.S. 122 135 20 6 3 6
150 | 13011E 200-250 E.S. 122 135 20 6 3 6
100 | 13997E 240,250 E.S. 122 135 20 6 3 6

FLOOD LAMPS

List P.T.

Watts | Type Volts Range Cap Dia. mm. Length mm. Pri:‘le Extga
s. d. s. d.

150 | 13012E 110 E.S. 122 135 20 6 I 3 6
150 | I3012E 200-250 E.S. 122 135 20 6 3 6
100 | 13985E 240,250 E.S. 122 135 20 6 ’ 3 6

Coloured 100w Flood PAR-38 Pressad Glass Lamps are available
in Red/476, Yellow/472, Blue/470 and Green/473. List Price 23/6d.
plus 4/- P.T.

Made in Holland.

SHEET AlO



PHILPS

~

REFLECTOR LAMPS PAR-38 PRESSED GLASS
ILLUMINATION DATA

. L WIDTH 2x5°
Suspension Illumination Beam*
height in beam centre width in
in feet {Lm. per sq./ft.) feet
3 2,800 ' 3
24v 150w H ol ‘ i
rat 10 250 12
3 825 I E
H.V. ISSO;: 6 200 3
P 10 75 | 5%
H.V. 150w H = )
Flood 10 30 10}
3 440 k3
iR [OO% 6 10 ‘ 3
i 10 40 | 55w
i 5 [l
H.Y. |00w{ H e | 2 24v 150w
fieed io 18 | o
2x 20° 2x20" 2x7.5° i
° 90° 0 o’ 07— %"
s00 pra— . 2000 |4 50° 1000
7000 1000 i '_ 4\ 4000 : 2000
1500 . 1500 . 5000 H a\ 3000
— 30° 30° L J0°
} ] 4000
20001 |a 2000 8000 |— o
2500 | 2500 10000 |- 5000
ed. |— 20° o4 20° cd. 200 cd
oog
3000 3000 12000 8
1o oot [
LY 1900 Im. LV 1100 Im. LV 1900 Im. HYV 1000 Im.
HV 1700 Im. Flood HY 1700 Im, Spot
Flood 150 w 100 w Clear Spot 150 w 100 w Clear

A =High Voltage (240)
B=Low Voltage (110)

* Width at which the illumination is at least 509
of that at the centre of the beam.

’
o
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REFLECTOR LAMPS HIGH MOUNTING

These lamps have been specially designed for general
lighting in industrial plants with high ceilings. The internal
reflector enables lighting levels to be maintained without
the necessity for frequent servicing.

Suspension lllumination Beam width
height in in beam centre in feet
feet (Lm. per sq./ft.)
20 10 20
25 7 25
List P.T.
Watts Volts Range Cap Dia. mm. Length mm. Price Extdra
5. . S. .
375 110, 200-250 I G.E.S. 125 185 | 32 0 —

90°

80°
700

60°

500

400

900
80°
700

600

500

400

300 20© 10° 0° 10© 20° 30°

Made in Holland.
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REFLECTOR LAMPS

“CORNALUX”’

The "Cernalux" lamp has been designed principally for
cornice lighting; however, its convenient size and lighe
distribution characteristics make jt suitable for many other
forms of display or feature lighting, i.e. wall maps and
blackboard lighting.

The polar curve shows the light distribution in the vertical
plane when the lamp is mounted horizentally. The ratio
of ceiling width illuminated to mounting height below the
ceiling is 5 to |, and the recommended spacing between
lamps is five feet.

PHILIPS

List RAT

Watts Volts Range Cap Dia. mm. Length mm. Pricée Extga

s. d. s. d.

60 110 B.C. 83 x 64 119 I 6 20
200-250 ovoid

100 110 B.C. 83 x 64 119 16 20
200-250 ovoid

| mounting in cornices min. 0.5 mer. (207)

Made in Holland.
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These lamps are for use in conjunction with the Philips display
lighting fittings W9237 and reflector,

Beam List | P.T.
Watts| Volts Cap Dia. | Length | Intensity | Price|Extra
Range mm.| mm. [({(candelas)|s. d.|s. d.
100 24 3-pin B.C.| 70 120 80,000 |6 61 1
100 |200-250| 3-pin B.C.| 70 120 18,000 (6 &1 |
Made in Great Britain and Holland.
SHEET Al4

REFLECTOR LAMP—SMALL DISPLAY
The 20w reflector lamp although originally designed for
aircraft cabin lighting now has many other uses, lts small size
and low heat dissipation enables it to be placed near to objects
to be high-lighted in displays. It is also used in industry, e.g, for
operating photoelectric cells, and as a medical or industrial
0 90° examination lamp.
80°
17 __-‘\
60° . —
100 E oot
50° 3
] ,',?
"N 400
. 1
200 30°
I F— 20w
Suspension lilumination Beam width*
300 20° height in in beam centre in
0° 10° feet {Lm. per sq./ft.) inches
2 75 12
3 33 18
[ 12 30
L
* Widch at which the illumination is 209, of that at the centre of the beam.
List P.T,
Watts Yolts Cap Dia. mm.| Length Type No. Price Extra
mm. s. d. s. d.
20 24/28 S.C.C. 38 67 12105N/13 | I5 0 2 7
HIGH INTENSITY SPOTLIGHT

Bowl Silvered Reflec-
tor LampwithW9237
Fiteing and Reflector.



PHILIPS

BOWL MIRRORED LAMPS
GENERAL LIGHTING SERVICE

Bowl mirrored lamps give efficient indirect lighting for
commercial, industri/al or domestic use.

List P.T.
Watts Volts Range Cap Dia. mm. Length mm. Prize Extga
s, . S. .
60* 200-250 B.C. 60 1o 4 0 8%
100* 200-250 B.C. 70 120 4 3 9
110.
200 200-250 E.S., B.C. 80 170 6 6 (|
110,
300 200-250 G.E.S. 110 233 12 9 —

* Used in Philips range of home lighting fittings.
Made in Great Britain.
Light Distribution
For 240v, 200w Bowl Mirrored Lamp.

S
XX E 2
L] o o uily
//
Biepss\zzsay

S — il
—— i 18
SO0 450 400 350 300 250 2000 IS0 100 S0 O 50 100 150 200 250 300 350 400450 500

CANDLE POWER ———>»

8

240v 200w BOWL MIRRORED LAMPS.
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TRANSFORMERS FOR LOW VOLTAGE
DISPLAY LAMPS

A
v
S

The L4501 transformer is used in conjunction with Philips 24v 100w Bowl Mirrored lamps,
utilized in the W9237 narrow beam spotlight fittings. One transformer per lamp,

The L4502 transformer has been designed for use with one Philips 24v 150w Attralux
Reflector Spotlamp.

Where lighting schemes include the Philips 20w reflector lamp, up to 5lamps may be operated
safely with the L450/ transformer and up to 7 lamps with the L4502,

Both transformers are of the solid filled Igpﬁ and are completely metal encased. They can be
operated h;::h indoors and out and not affected by humid conditions. The mounting position
is universal,

Qutput Dim. ins. F.C.ins, List
Cat. No. | Rating | Input | volts (on Wt. lbs. | Price
Volts load) A B C D E s. d.

L4501 100vA | 215, 245 24 4% | 44 | 62 | 675 | 32 9 7 0
L4502 | I50vA | 215, 245 24 4% | 4 | 63 | 615 | 32 9 8l o

Made in Great Britain.
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SPECIAL PURPOSE LAMPS
APPLIANCE LAMPS

TUBULAR
List | P.T.
Watts Volts Cap | Dia. |Length| Finish | Price |Extra
Range mm. | mm. s. d. | s. d.
110, B.C..
25 210-260 E.S. 28 |6l max,| Clear |2 6 5

Suitable for domestic ovens.

ROUND
List | P.T.
Watts Volts Cap Dia. |Length| Finish | Price |Extra
Range mm. | mm, s. d. | s. d.
25
110 ES;
- {2l0-260 B.C.} 45 73 Pearl ‘3 0 6%
Suitable for refrigerators.
PEAR SHAPE
7
List | P.T. [ T TR
Watts Volts Cap Dia. | Length| Finish | Price |Extra M,
| Range mm. | mm. s. d. | s d. LY
40 ‘ 210260 | ES. | 44 | 90 | Pearl |2 6| 5 \
BAKERS’ OVEN LAMPS @
Max. List | P.T. N
Watts Volts Cap Dia, |Length|ambient| Price |Extra 5 ~
Range mm. | mm. temp. | s. d. | s. d. s
RN
60 200-260 | B.C., 60 105 S00°F | I 6% 3% ) ;
ELSa
FIREGLOW AMBER—LACQUERED
For use in fuel effect electric fires.
List P.T.
Watts Volts Cap | Dia. | Length Price Extra
Range mm. mm, s. d. s. d.
60 240-260 B.C. 60 105 3 9 8
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INDICATOR LAMPS

SIGN LAMPS
List | P.T.
Woatts Volts Cap Dia. |Length| Price | Extra
Range mm. mm. |s. d.|s d.
15 110/120| B.C,, E.S. 28 56 [[] 4
200/210
15 2204230 | $.B.C,, S.ES.| 28 62 110 4
240/250
SWITCHBOARD INDICATORS
Volts Range Cap Dia. Length | List Price | P.T. Extra
mm. mm. s. d. s. d.
100130 B.C. 28 56 2 6 5

200-260

CURRENT INDICATORS—TUBULAR BULB

List | P.T.
Amps Volts Cap Dia, Length | Price | Extra
mm. mm. s. d. | s d.
0.18-0.31
0.28-0.45 1-3 B.C. 28 60 30 64

0.40-0.65

Current indicator lamps may be wired in series with appliances on
mains voltages, provided the current consumption of the applisnce
falls within the limits of the lamp rating.

PILOT LAMPS

Max. | List | P.T.
Watts Voltage Cap Dia. |Length| Price |Extra
mm. | mm. |s. d.|s.d
[3 120 S.B.CE., Sz.E.S.I 19 48 4 0 84
.
10 {220/230 S.B.C,, S.ES., 19 48 4 0 84
240/250 E.12

These small light sources are especially suitable for incorporation
in apparatus where lamp space is limited,

Made in Great Britain and Holland.

SHEET Al8




NEON NIGHTLIGHT

PHILIPS

List

Watts Volts Cap Dia. |Length| Finish | Price
Range mm, mm. s, d.

"5 |200-260| B.C.ES. | 60 | 105 | Pearl |6 ©

The nightlight gives 2 subdued orange light suitable for bedrooms,

corridors, hospitals, etc.

NEON CRUCIA

List
Watts | Volts Range | Cap | Dia. mm. | Length mm, Price
s. d.
5 200-260 B.C. 28 | 98 7 6
NEON INDICATORS
LAMPS WITH BUILT-IN RESISTOR IN THE CAP
| Dimensions
(mm.) List
Type Current Volts Cap Special Features —————————| Price
No. mA. Range I i Dia. | Length s.
— 3-5 110 B.C. or r 28 56 4 0
200-260 E.S Standard Type
—_ 3-5 110 S.B.C. or 18 54 4 0
200-260 S.E.S.
GL.40D | 0.4-0.6 110 M.E.S. _ 10 26 30
1-1.5 | 220250 H.B. 30
GL.40N | 0.4-0.6 110 M.C.C. —_ 10 26 30
1-1.5 | 220250 H.B. 30
GL.4IM | 0.8-1.2 110 S.E.S. Lens End 14 30 4 0
2-3 220-250 H.B. Lens End 4 0
GLAIW | 0.8-1.2 110 S.B.C. Lens End 14 30 4 0
2-3 220-250 H.B. Lens End 4 0
GL.42M 2-3 110 S.E.S. Lens End 15.5 54 4 0
3-4 220-250 H.B. Lens End 4 0
GL.4a2W 2-3 110 S.B.C. Lens End 15.5 54 4 0
3-4 220-250 H.B. Lens End 4 0
GL.50D 1-1.5 | 220-250 M.E.S. H.B. Lens End 9.5 28 30
GL.50N 1-1.5 | 220-250 M.C.C. H.B. Lens End 9.5 28 30
NOTES: H.B. indicates High Brightness.
The Electrode Form of the above lamps is Ring and Cup.
Neon lamps are not subject to Purchase Tax.
Made in Great Britain and Holland.
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NEON INDICATORS
LAMPS WITHOUT BUILT-IN RESISTOR*

Type
No.

Dimensions |

(mm.) i List
Current Volts Cap Special Price

mA, | Range Features Dia. |Length | 5.
| 0.4-0.6 IJ' 65/250 A.C. 1| M.E.S. —_ 10 26 2 3
| 0.4-0.6 |\ 90/250 D.C. S| M.C.C. — 10 26 2 3
I-1.5 200-260 M.E.S. | H.B. Lens End 10 26 2 3
‘ 1-1.5 200-260 | M.C.C. | H.B. Lens End 10 26 2 3

|

NOTES: H.B. indicates High Brightness.
The Electrode Form of the GL.I10 is Pole and of the GL.12 Ring and Cup.
* For approximate external resistor values, please see below.

LAMPS WITHOUT RESISTOR AND WITHOUT CAP*

Dimensions
(mm.) List
Type Current Volts Cap Special Price
No. mA. Range Features Dia, | Length | s. d.
GL7 | 0751 | 1500260 — | HB. 6 | 16 [ 10
GL.8 0.4-0.6 | 65/250 A.C. — — 6 19 o
90/250 D.C. —
GL.12 1-1.5 | 200-260 — H.B. Lens End I 9 18.5 20
NOTES: H.B. indicates High Brightness.
The Electrode Form of the GL.7 and GL.8 is Pole and of the GL.I12 Ring and Cup.
* For approximate external resistor values, please see below.
All the above lamps may be used on A.C. or D.C. supply. For peak
performance High Brightness types are recommended for use on
A.C. only. All neon lamps have indefinite long life.
RECOMMENDED RESISTOR VALUES
Type Striking Voltage Resistor Voltage Resistor
No. Voltage Range A.C. |Value (Ohms)| Range D.C. |Value (Ohms)
GL7 <150 200-250 220,000 |
GL.8 < 65 A.C. 110 150,000 110 100,000
< 90 D.C.S| 200-250 330,000 | 200-250 330,000
GL.10D | < 65 A.C. 110-130 150,000 110-130 68,000
GL.ION < 90 D.C. 135-195 270,000 135-195 180,000
200-250 330,000 200-250 330,000
GL.I12 200-230 68,000
GL.12D <200 230-250 82,000
GL.I12N 380 220,000

SHEET A20
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Technical data sheets are available on request.
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COLOURED LAMPS

COLOUR SPRAYED G.L.S. AND SIGN LAMPS
G.L.S.

—_—
Watts \ Volts Range ‘ Cap 1 L's; Pdr_'ce P‘Ts' Exera
15 | 110/120,200-260 | BC. | 2 3 | 5
25 110/120, 200-260 | B.C. 23 5
40 | 110, 120,200-260 | B.C. 25 | 5
60 | 110,120,200-260 | BC. | 2 5 5
75 | 110, 120,200-260 | B.C. 2 114 61
100 | 110, 120, 200-260 | B.C. 2 1L | 61
150 | 110, 120, 200-260 | B.C. 3 4 1
200 | 110, 120,200-260 | ES. | 5 3 | 1

SIGN
Wates | Volts Cap List Price PT. Bxera
| s .
15 | 100-130 B.C. E.S. | 2 24 | 5
200260 S.B.C.S.ES.

INTERNALLY COLOURED LAMPS

G.LS.
Watts | Volts Range | Cap | List Pdrice P.T. E:I(tra
| s, d. s. d.
15 | 200-250 BC. | 2 14 | 4
25 | 200-250 B.C. 2 1% | 4k
SIGN
by .
Watts Volts Range Cap | L'sst i P'Ts' Eé(tra
s | 200250 | BC. | 2 2 | 5

Internally coloured lamps are ideal for outside decorative use,
the colours cannot chip, scratch or fade, and are unaffected by
weathering.

All the above lamps are available in the following standard
colours: Red, Blue, Green, Yellow, Orange, Amber and Pink.

COLOURED NEON INDICATORS

| | Dimensions List

Type Current Volts Cap (m.m.) | Price
No. mA, Range [ Dia. |Length s. d.
GL.40D 1-1.5 | 220-250 | M.E.S. 10 26 |4 0
GL.40N 1-1.5 | 220-250 | M.C.C. 10 26 |4 0
GL.41M 2-3 220-250 | S.E.S. 14 30 |50
GLA4IW 2-3 220-250 | S.B.C. 14 30 |5 0
GL.42M 3-4 220-250 | S.E.S. 15.5 54 |5 0
GL.42W 3-4 220-250 | S.B.C. | 155 54 |5 0

Except when ordered otherwise these indicators are supplied
with built-in resistances.
Coloured Neon Indicators are available in Red, Green, Blue
and Amber signal,

Made in Great Britain and Holland.
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AIRCRAFT INTERIOR LAMPS

10 Jas
j-._. -—-5'51— —-1

1

1

Fig. | Fig. 2 Fig. 3 Fig. 4 Fig. 5 Fig. 6 Fig. 7
All dimensions in millimetres.
Equivalent to:
BSEI9 Lise | P.T.
Volts Amps Cap Philips and American Fig. | Price | Extra
Type No. | Other Types| GE Equiv. s. s. d.
28 0.035 BA9%s 12005N A6 1819 I |12 3 4%
26 I.12wW $6/8 — A7 327 2 |4 3 8
28 0.17 BA9s 12006N A203 313 I (2 & 5
28 0.17 EIO 12006D — — 3 (2 6 5
28 0.1 BA9s 12003N A8 1820 I (2 & 5
28 acp BAI5s | {2000N Al02 301 4 12 3 44
28 3cp BAI5d | 12000 — 302 51|12 3 4%
28 6 CP BAISs | 1200IN Al 303 6 (2 6 5
28 6 CP BAISd | 12001wW — 304 7 12 6 5
28 15 CP BAI5s | 12100N A2 305 8 (3 6 7
28 15 CP BAISs | 12100N/02 A2-s 305SB 8 |6 0 14
28 15 CP BAI5d — 306 9 |3 & 7
28 | 2] CP BAI5s | {2i0IN A3 307 8 |3 & 7
28 |21 CP BAISs | 12101Nj02 A3—s 307sB 8 |60 14
28 |21 CP BAI5d | [2101wW — 308 9 |3 6 7
28 | 32CP BAI5s | 12102N Al04 309 10 |4 6 84
28 | 32CP BAI5s | 12102M/02 — 309s8 10 |7 0|1 2
28 | 32CP BAISd | 12102W — 310 I |4 6 84
28 | 50CP BAI5s | 12103N Al05 311 10 {5 0 9%
28 | 50CP BAISs | 12103N/02 — 31iSB 10 |7 6|1 3
28 |50 CP BAI5d | 12103wW — 312 I |5 0 94
28 | 20w BAISs | 12105N/I3 Al03 1385 12 IS 02 5

-
Fig. ¢ Fig. 10

|
!

Fig. I}

All dimensions in millimetres.

Made in Holland.
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AIRCRAFT INTERIOR LAMPS

| 1" 105

Q
- 5
Fig, 13 Fig. 14
All dimensions in millimetres.
Volts Watts Cap | Philips American Fig. | List | P.T.
Type No. GE Equiv. Price | Extra
| s. d. | s d,
6.3 0.15A BA9s 8008N | 47 13 (1 0 2
6.3 0.25A BA9s | 8009N | 44 14 (1 0 2
12-16 0.1A BA9s 12002N 1813 15 |2 2 44
15 0.2A BA9%s | 8004N { 1488 !I 16 {2 3 44

3

o]
l
Fig. 15 Fig. 16
All dimensions in millimetres,

Made in Holland.

SHEET A23




